## Installation Precautions:

1. Please read through the Instructions before installation.
2. The product should be installed by a professional electrician.
3. To avoid the risk of electric shock, please confirm to turn off the power before imstalling, maintaining, or replacing the lighting fixtures.
4. The product comply with national and local laws and regulations.
5. Suitable for indoor and outdoor installation.
6. Please keep this Instruction properly for future reference.

## Light Installation and Wiring:

## 1. Light Installation



1) Use appropriate screws to install and fix the lamp through the mounting holes on the bracket;

adjust screw
2) Use appropriate screws to install and fix the lamp through the mounting holes on the bracket;

## Wiring

Signal line

3) Match and connect each core wire of the lamp to the power input ( $220 \mathrm{~V} / \mathrm{AC}$ ), and the monochrome non dimming version does not have a signal wire.

Power line

## Note:

1. Cable not included, waterproof 3-core cable with a diameter of $\varphi 5-\varphi 9 \mathrm{~mm}$ (markings on the connector: live wire L, neutral wire N , ground wire $\left(\frac{1}{3}\right.$ );
2. If damage is found to the glass protective cover during installation, it must be replaced;
3. When the glass protective cover is damaged and replaced, customers can only use the glass protective cover provided by our company.
[^0]
[^0]:    Licensed by "WAC" trademark holder - WAC LIGHTING, USA
    Chinese Marketing Headquarters
    WAC Lighting (Shanghai) Co, Ltd.
    Address
    : 14,Lane 299, Bi Sheng Road, Shanghai 201204,China
    China factory
    Manufactured WAC Lighting (Dongguan) Co, Ltd.
    Address
    : 390, Qingfeng Road, Qingxi Town, Dngguan, Guangdong. Postal code: 523653

