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Installation Precautions: 

1. Read all instructions before installing. 

2. System is intended for installation by a qualified electrician. 

3. To reduce the risk of fire, electrical shock and injuries to persons, turn off power at main switch before 

installing or modifying the system. 

4. Only suitable for indoor environment use. (Don’t use in damp environments.) 

5. Retain instructions for future maintenance reference. 

 

Luminaires Installation: 

 

HARDWARE: 

 

 

 

 

 

 
Qty: 2pcs+1 Extra        Qty: 2pcs+1 Extra        Qty: 2pcs+1 Extra       Qty: 1pcs            Qty: 1pcs        

① Positioning and drilling 2 holes: Ф 

6x28 
② Powder board        Cement board  

installation              installation   
 

 

  

 

 

 

 

 

 

 

 

 

 ③  Lock two screws. 
 

 

 

④ Wire connection mode 1 ： After 

stripping the wire, it should be 

connected to the corresponding 

input wire of the mains and 

insulated properly 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
 

⑤ Wire connection mode 2： Use a terminal 

block for wiring, and after connection, the 

terminal can be placed inside the lamp body. 

 ⑥Lock two screws. 

Hot wire 
(Brown) 

Neutral wire 
(Blue) 

Ground wire 
(Yellow green) 

Hot wire 
(Brown) Neutral wire 

(Blue) 
Ground wire 
(Yellow green) 


